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Configuration
• 50 Ohms

Applications
• General Purpose Test
• Rack and Panel Mount Applications

• Used in Field Replaceable 
Connectors

• Allows for Replacement of 
Damaged Connectors

.

Description
Pasternack’s PE1015-1 Hermetic seal for 0.23mm (.009inch) field replaceable connector is part of our complete line of 
Connector Launch Accessories available for same-day shipping. This range of accessories includes Glass bead Transitions, 
Launch Pin & Dielectric Transitions and Pin/Tab Transitions to Microstrip and Stripline Circuits in conjunction with our line 
of field replaceable flange connectors. These accessories are designed to be compatible with our line of Field Replaceable 
Connectors to ensure optimal electrical performance for PCB test applications. They are available in commonly used pin 
diameters of .009”, .012”, .015”, .018”, .020”and .036” and in a variety of lengths and sizes depending on the application. 
Our PE1015-1 Hermetic seal for 0.23mm (.009inch) field replaceable connector datasheet specifications are shown below 
in this PDF. Pasternack’s broad catalog of RF, microwave and millimeter wave connectors allows designers to configure and 
customize their signal connections however they like. Whether the need is to provide an I/O for a board design, or simply 
create a custom cable assembly configuration, Pasternack has the right connector for the job. Pasternack can also expertly 
build your custom cable assemblies for you and ship same day.

Mechanical Specifications
Dimensions
Pin Length 0.112 in [2.84 mm]
Pin Diameter 0.009 in [0.23 mm]
Tab Diameter 0.005 in [0.13 mm]
Dielectric Length 0.055 in [1.4 mm]
Dielectric Diameter 0.068 in [1.73 mm]
Conn End Pin Length 0.031 in [0.79 mm]
.

Compliance Certifications (see product page for current document) 

Plotted and Other Data
Notes: 

Click the following link (or enter part number in “SEARCH” on website) to obtain additional part information including price, 
inventory and certifications: Hermetic seal for 0.23mm (.009inch) field replaceable connector PE1015-1
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Hermetic seal for 0.23mm (.009inch) field replaceable connector from Pasternack Enterprises has same day shipment for 
domestic and International orders. Our RF, microwave and millimeter wave products maintain a 99.4% availability and are part 
of the broadest selection in the industry.

Click the following link (or enter part number in “SEARCH” on website) to obtain additional part information including price, 
inventory and certifications: Hermetic seal for 0.23mm (.009inch) field replaceable connector PE1015-1

URL: https://www.pasternack.com/hermetic-seal-solder-contact-0.009-pin-diameter-0.068-body-0.111-pin-pe1015-1-p.aspx

 
 
 

PE1015-1  REV 1.0

Hermetic seal for 0.23mm (.009inch) field replaceable connector

Launch Pins 
Technical Data Sheet  PE1015-1

mailto:sales%40pasternack.com?subject=
mailto:techsupport%40pasternack.com?subject=Technical%20Support
https://www.pasternack.com/hermetic-seal-solder-contact-0.009-pin-diameter-0.068-body-0.111-pin-pe1015-1-p.aspx
https://www.pasternack.com/hermetic-seal-solder-contact-0.009-pin-diameter-0.068-body-0.111-pin-pe1015-1-p.aspx
https://www.pasternack.com/hermetic-seal-solder-contact-0.009-pin-diameter-0.068-body-0.111-pin-pe1015-1-p.aspx


-
Pasternack does not make 

3PE1015-1  REV 1.0

.1
12

2.
85

R
EF

  
.0

31
±.

00
5

0.
79

±0
.1

3
  

  
.0

55
±.

00
2

1.
40

±0
.0

5
  

  
.0

26
±.

00
5

0.
66

±0
.1

3
  

.0
09

±.
00

1
0.

23
±0

.0
3

R
.0

05
±.

00
1

0.
12

±0
.0

3

.0
68

±.
00

2
1.

73
±0

.0
5

N
O

TE
S :

H
ER

M
ET

IC
IT

Y 
1E

(-8
) S

TD
 C

C
/S

EC
 @

1A
TM

.
1.

FI
N

IS
H

 (P
LA

TI
N

G
 T

H
IC

KN
ES

S 
IN

 M
IC

R
O

-IN
C

H
ES

)
2.

G
LA

SS
 +

 K
O

VA
R

•
G

O
LD

 P
L.

50
 M

IN
. O

VE
R

 N
IC

KE
L 

PL
.1

00
 M

IN
.

•

R
EV

IS
IO

N
S

R
EV

.
 D

ES
C

R
IP

TI
O

N
D

AT
E

 A
PP

R
O

VE
D

A
IN

IT
IA

L 
R

EL
EA

SE
2/

4/
20

21
S.

EL
LI

S

 

IT
EM

 N
O

.

N
/A

1
1

R
EV

C
AG

E 
C

O
D

E 
   

   
 

53
91

9
SI

ZE

SC
AL

E

A

SH
EE

T 
   

   
   

   
   

   
  O

F

D
R

AW
N

 B
Y

AL
L 

D
IM

EN
SI

O
N

S 
SH

O
W

N
AR

E 
FO

R
 R

EF
ER

EN
C

E 
O

N
LY

.
PE

10
15

-1
A

TH
E 

IN
FO

R
M

AT
IO

N
 A

N
D

 
D

ES
IG

N
 IN

 T
H

IS
 D

O
C

U
M

EN
T

IS
 T

H
E 

PR
O

PE
R

TY
 O

F 
PA

ST
ER

N
AC

K 
C

O
R

PO
R

AT
IO

N
 

 A
LL

 R
IG

H
TS

 R
ES

ER
VE

D
.

T-
R

ev
.D

K.
D

AN
G

C
AB

LE
 L

EN
G

TH
 (L

) T
O

LE
R

AN
C

ES
:

U
N

LE
SS

 O
TH

ER
W

IS
E 

SP
EC

IF
IE

D
LE

AD
IN

G
 D

IM
EN

SI
O

N
S 

AR
E 

IN
C

H
ES

D
IM

EN
SI

O
N

S 
IN

 [ 
] A

R
E 

M
IL

LI
M

ET
ER

S

TO
LE

R
AN

C
ES

:

.X
XX

 =
 ±

.0
05

 [ 
.1

3 
]

.0
2 

  [
 .5

1 
]

.X
X 

= 
±

.X
 =

 ±
.2

   
  [

5.
08

]
FR

AC
TI

O
N

S
± 

1/
32

AN
G

LE
S 

± 
1°

TH
ES

E 
C

O
M

M
O

D
IT

IE
S,

 T
EC

H
N

O
LO

G
Y 

O
R

 S
O

FT
W

AR
E 

W
ER

E 
EX

PO
R

TE
D

 F
R

O
M

 T
H

E 
U

N
IT

ED
 S

TA
TE

S 
IN

 A
C

C
O

R
D

AN
C

E
W

IT
H

 T
H

E 
EX

PO
R

T 
AD

M
IN

IS
TR

AT
IO

N
 R

EG
U

LA
TI

O
N

S.
 D

IV
ER

SI
O

N
 C

O
N

TR
AR

Y 
TO

 U
.S

. L
AW

 P
R

O
H

IB
IT

ED
.

Pa
st

er
na

ck
 E

nt
er

pr
is

es
, I

nc
.

P.
O

.B
ox

 1
67

59
, I

rv
in

e,
 C

A 
92

62
3.

Ph
on

e:
  1

.9
49

.2
61

.1
92

0 
│ 

1.
86

6.
72

7.
83

76
Fa

x:
  1

.9
49

.2
61

.7
45

1
W

eb
si

te
: w

w
w

.p
as

te
rn

ac
k.

co
m

 
E-

m
ai

l: 
sa

le
s@

pa
st

er
na

ck
.c

om

   
   

   
   

   
   

   
   

 L
 ≤

 1
2 

[3
05

] =
 +

1 
[2

5]
 / 

-0
   

   
12

 [3
05

] <
 L

 ≤
 6

0 
[1

52
4]

 =
 +

2 
[5

1]
 / 

-0
  6

0 
[1

52
4]

 <
 L

 ≤
 1

20
 [3

04
8]

 =
 +

4 
[1

02
] /

 -0
12

0 
[3

04
8]

 <
 L

 ≤
 3

00
 [7

62
0]

 =
 +

6 
[1

52
] /

 -0
   

   
   

   
   

   
   

30
0 

[7
62

0]
 <

 L
 =

 +
5%

L 
/ -

0

TH
IR

D
-A

N
G

LE
 P

R
O

JE
C

TI
O

N

Hermetic seal for 0.23mm (.009inch) field replaceable connector
PE1015-1 CAD Drawing
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